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English Frangais Deutsch Italianc Espaiicl
Large flange A collerette Flachkopf Flangiato Ala Ancha
Hexagonal body Hexagonal corps Hexagonaler Schaft Hexagonal corpo Hexagonal cuerpo
Low carban steel® Acier bas carbone* Stahl* Acciaio a basso tenaredi Acero bajo en carbono®
carbonio*®
Zing plated Revétement zingué, Verzinkt Zincatura spessaore Zincado
Clear trivalent passivated  Passivation claire trivalente  Klar chromatiert, Cré-frei  Passivaziene chiara Pasivado claro trivalente
trivalente
*. DIN EN 10263-2 (st 34-3, BS EN/DIN 10263-2 CBC, Werkstoff 1.0213, SAE 1008
AJF
_|_"-.J"
e L
AfFrec. e (grip) A B ] F | M P
a ) ) E Part No/ref
min. max. min. MMaX + .08 max. +0.13 | £0.08 Max. +0.50 max.
M&x 0.7 6.00 6,10 0.50 2.00 5.89 9.17 1.00 5.89 9.20 | 10.00 5.00 | 09498-72415
0.50 3.00 13.20 09498-72516
M5x0.8 7.00 7.10 6.89 | 10.17 1.00 6,89 | 11.20 6.80
3.00 5.50 15.70 09498-72520
M&x1.0 2.00 9.10 | 0.50 3.00 8.89 | 13.20 | 1.50 8.89 | 13.40 | 15.50 | 10.10 | 09498-72620
0.50 3.00 18.00 09498-72823
MBx1.25 11.00 | 11.10 10.89 | 16.28 1.50 10.8% | 16.20 11.40
3.00 5.50 20.5 09498-72826
M10x1.5 13.00 | 13.10 1.00 3.50 12.89 | 1%.10 2.00 12.8% | 18.50 21.0 | 13.20 | 09498-72026
M12 x1.75( 16.00 | 16,10 | 1.50 4,50 | 15.89 | 23.30 | 2.25 | 15.B9 | 23.60 27.8 | 17.00 | 09498-72235

all dimensions in mm [ en millimétres /[ alle Mafte in mm / in millimetri [ en milimetros
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Recommended max Pull-out Torque-to-turn Push-out
torque
@ HNm max. kN Wm min. kN
M4 x 0.7 5.1 6.3 4.5 2.2
M5x0.8B 7.9 B.8 8.6 3.6
Mex1.0 12.4 14.4 11.% 5.3
M8x1.25 32.0 15.0 25.0 g.0 Avdel - Partner seit 1986
M10xx1.5 45.0 19.7 45.2 5.2 . Dﬁ KO
M12x1.75 60.0 21.3 58.0 10.2 ot e
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English

Frangais

Deutsch

Italianc

Espaiiol

Hexagonal body

Hexagonal corps

Hexagonaler Schaft

Hexagonal corpo

Hexagonal cuerpo

Low carban steel®

Zing plated

Clear trivalent passivated

Acier bas carbone*

Revétement zingué,

Stahl*

Verzinkt

Passivation claire trivalente  Klar chromatiert, Cré-frei

Acciaio a basso tenare di
carbonio*®
Zincatura spessaore

Passivazione chiara

Acero bajo en carbono*

Zincado

Pasivade claro trivalente

Lubricated Lubrifié Trockenfilmbeschichtet trivalente Lubricado
Lubrificate
*: DINEN 10263-2 Qst 34-3, BS EN/DIN 10263-2 CBC, Werkstoff 1.0213, SAE 1008
|
- . AfF .e(grip}l A B 1] F . I M P I——
min. | max. | min max. | max. | max | ma< | max. | min.e | mace [ max | max

M3 x0.5 4.80 | 4.85| 0.70 1.63 4.72 6.10 | 0.45 4.81 6.90 | 6.40 9.02 5.40 | 09688-70310
Max 0.7 6.38 6.43 | 0.51 1.63 6.33 8.00 | 0.69 637 (10,00 | 8.70 | 10.42 7.40 | 09688-70413
M5x0.8 7.32 f.37 0.51 | 2.03 f14 | 922 072 7.26 (12,20 | 10.70 | 11.82 7.20 | 09688-70514
Mex1.0 9.65 970 0.78 | 2.92 9.53 | 11.94 [ 0.89 Q.64 (1500 12.70 | 14.61 9.70 | 09688-70619
MBx1.25 |10.70 | 10.80 | 0.91 3.25% | 10,50 | 12.96 | 0.89 | 10.67 | 16.60 | 14.30 | 16.00 | 10.50 | 09688-70821

all dimensionsin mm [ en millimétres [ alle Mafte in mm [ in millimetri / en milimetros

Avdel - Partner seit 1986
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Recommended max Torque-to-turn Push-out
torque
] Nm max. kN Wm min. kN

M3Ix0.5 1.5 2.9 1.0 0.8
Max 0.7 5.1 4.2 4.0 1.3
M5x0.8 7.9 5.9 6.6 1.5
Mox1.0 12.4 6.9 8.7 2.4
MBx1.25% 16.4 14.8 11.8 2.8
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