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Cherrymate® BALM
Dome Head, Aluminium Alloy Body, Mandrel
and Tubular Component
Material Finish
Body Aluminium alloy (5% Mg) to BS 1473 5056A Natural
DIN 1725 AIMg5 Werkstoff 3.35555 “
Mandrel Aluminium alloy to AA 7178 ISO AlZn7MgCu Natural
Tubular Aluminium alloy (5% Mg) to BS 1473 5056A Natural
Component | '\ 1725 AIMg5 Werkstoff 3.35555
M1 = Length - Fastener
B1 = Head Diameter - Fastener
D1 = Head Thickness - Fastener
E = Mandrel Diameter - Fastener
M2 = Length - Component
B2 = Head Diameter - Component
D2 = Head Thickness - Component
FASTENER TUBULAR COMPONENT
Dimensions & Performance Data
Fastener Size Ml Grip Range PartNumber Bl DI E M2 B2 D2  (MwcalVales
Tension
nom. min. max. kN
(/16" 13.3  15.87 19.05 BALM-6BP-12 9.5 15 19 149 95 1.4
o e 13.3 1747 2223  BALM-6BP-14 95 15 19 164 95 14
6.4 13.3  22.23 27.00 BALM-6BP-17 9.5 1.5 1.9 21.0 9.5 1.4
' 13.3  27.00 31.75 BALM-6BP-20 9.5 15 19 257 95 1.4
13.3  31.75 36.53 BALM-6BP-23 9.5 15 19 305 95 1.4
13.3  36.53 41.28 BALM-6BP-26 9.5 1.5 1.9 35.2 9.5 1.4
13.3  41.28 46.05 BALM-6BP-29 9.5 15 19 400 95 1.4
13.3  46.05 50.80 BALM-6BP-32 9.5 15 19 448 95 1.4
13.3  50.80 55.58 BALM-6BP-35 9.5 15 1.9 495 9.5 1.4
13.3 55,58 60.33 BALM-6BP-38 9.5 15 19 543 95 1.4
m(l/ ) 11.5 1587 19.05 BALM-8BP-12 | 159 24 29 147 159 24 1.1
4
154 19.05 22.23 BALM-8BP-14 159 24 2.9 177 159 24
O ENS® 5, 2223 2858 BALM-8BP-18 | 159 24 29 208 159 24
7.9 15.4  28.58 34.93 BALM-8BP-22 159 24 29 272 159 24
15.4 3493 41.28 BALM-8BP-26 159 24 29 335 159 24
15.4 4128 47.63 BALM-8BP-30 159 24 29 399 159 24
154 47.63 53.98 BALM-8BP-34 159 24 29 462 159 24
15.4 53,98 60.33 BALM-8BP-38 159 24 29 526 159 24
15.4 60.33 66.68 BALM-8BP-42 159 24 29 589 159 24
154 66.68 73.03 BALM-8BP-46 159 24 29 653 159 24
15.4 73.03 77.62 BALM-8BP-50 159 24 2.9 716 159 24
15.4 77.62 85.73 BALM-8BP-54 159 24 29 800 159 24
154 85.73 92.08 BALM-8BP-58 159 24 29 843 159 24
15.4 92.08 98.43 BALM-8BP-62 159 24 2.9 90. 159 24
Dimensions in millimetres
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Cherrymate® BSLM

Dome Head, Aluminium Alloy Body
Steel Mandrel and Aluminium Alloy Tubular Component

Material Finish
Body Aluminium alloy (5% Mg) to BS 1473 5056A Natural e
DIN 1725 AIMg5 Werkstoff 3.35555
Mandrel Carbon steel to BS 3111 Type O SAE 1018 Natural
Tubular Aluminium alloy (5% Mg) to BS 1473 5056A Natural -
Component | DIN 1725 AMg5 Werkstoff 3.35555

-—D2 M1 = Length - Fastener
B1 = Head Diameter - Fastener
T D1 = Head Thickness - Fastener

E = Mandrel Diameter - Fastener

M2 = Length - Component
B2 = Head Diameter - Component

L M1l ——»l

D2 = Head Thickness - Component

FASTENER

TUBULAR COMPONENT

Dimensions & Performance Data

(Typical Values)

Fastener Size M1 Grip Range Part Number Bl D1 E M2 B2 D2 )

Tension

nom. min. max. kN
(3/16") 13.3  15.87 19.05 BSLM-6BP-12 9.5 15 19 149 95 1.4
o e 13.3  17.47 2223 BSLM-6BP-14 9.5 1.5 19 164 95 1.4
13.3 2223 27.00 BSLM-6BP-17 9.5 15 19 210 95 14
o 133 27.00 31.75 BSLM-6BP-20 | 95 15 19 257 95 14
13.3  31.75 36.53 BSLM-6BP-23 9.5 1.5 19 305 95 1.4
13.3  36.53 41.28 BSLM-6BP-26 9.5 15 19 352 95 14
13.3  41.28 46.05 BSLM-6BP-29 9.5 15 19 400 95 1.4
13.3  46.05 50.80 BSLM-6BP-32 9.5 1.5 19 448 95 1.4
13.3  50.80 55.58 BSLM-6BP-35 9.5 15 19 495 95 1.4
13.3 55.58 60.33 BSLM-6BP-38 9.5 15 19 543 95 1.4

@(1/4") 11.5 15.87 19.05 BSLM-8BP-12 | 159 24 29 147 159 24 2.0
154 19.05 22.23 BSLM-8BP-14 159 24 29 177 159 24
O ESNS® |54 2223 2858 BSLM-8BP-18 | 159 24 29 208 159 24
7.9 154 2858 34.93 BSLM-8BP-22 159 24 29 272 159 24
154 3493 41.28 BSLM-8BP-26 159 24 29 335 159 24
154 41.28 47.63 BSLM-8BP-30 159 24 29 399 159 24
154 47.63 53.98 BSLM-8BP-34 159 24 29 462 159 24
154 5398 60.33 BSLM-8BP-38 159 24 29 526 159 24
154 60.33 66.68 BSLM-8BP-42 159 24 29 589 159 24
154 66.68 73.03 BSLM-8BP-46 159 24 29 653 159 24
154 73.03 77.62 BSLM-8BP-50 159 24 29 716 159 24
154 7762 85.73 BSLM-8BP-54 159 24 29 800 159 24
154 85.73 92.08 BSLM-8BP-58 159 24 29 8.3 159 24
154 92.08 98.43 BSLM-8BP-62 159 24 29 9. 159 24

Dimensions in millimetres
Diko Vertriebs-GmbH Telefon: 02203/96633-0 Hr.-Nr.: 16390

Wilhelm-Ruppert-Str. 38
Halle B26/27
51147 Koin

Fax: 02203/96633-11
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Cherrymate® SSLM

Dome Head, Steel Body, Mandrel
and Tubular Component

| Vertriebs-GmbH

Material Finish
bo—
Body Carbon steel to BS3111 Type O SAE 1006 Zinc Plated
DIN 1654 Qst32-3 ©
Mandrel Carbon steel to BS3111 Type 1 SAE 1038 Zinc Plated

DIN 1654 Cq35

Tubular Carbon steel to BS3111 Type O SAE 1006 Zinc Plated
Component | DIN 1654 Qst32-3

-~ M2——»| |=«—D2 M1 = Length - Fastener

B1 = Head Diameter - Fastener

D1 = Head Thickness - Fastener

E = Mandrel Diameter - Fastener

M2 = Length - Component

B2 = Head Diameter - Component

D2 = Head Thickness - Component

FASTENER TUBULAR COMPONENT

Dimensions & Performance Data

Fastener Size M1 Grip Range PartNumber Bl DI E M2 B2 D2  (WcdlVales)

Tension
nom. min. max. kN
(3/16") 13.3  15.87 19.05 SSLM-6SP-12 95 15 19 149 95 14
o e 13.3  17.47 22.23 SSLM-6SP-14 95 15 19 164 95 1.4
6.4 13.3  22.23 27.00 SSLM-6SP-17 9.5 15 19 210 95 14
13.3  27.00 31.75 SSLM-6SP-20 95 15 19 257 95 14
13.3  31.75 36.53 SSLM-6SP-23 95 15 19 305 95 1.4
13.3  36.53 41.28 SSLM-6SP-26 9.5 15 19 352 95 14
13.3  41.28 46.05 SSLM-6SP-29 9.5 15 19 400 95 1.4
13.3  46.05 50.80 SSLM-6SP-32 95 15 19 448 95 1.4
13.3  50.80 55.58 SSLM-6SP-35 95 15 19 495 95 1.4
13.3 5558 60.33 SSLM-6SP-38 95 15 19 543 95 14
@(‘/4") 11,5 15.87 19.05 SSLM-8SP-12 159 24 29 147 159 24 1.6
154  19.05 22.23 SSLM-8SP-14 159 24 29 177 159 24
O ENSNS® |54 2223 2858  SSLM-8SP-18 | 159 24 29 208 159 24
7.9 154 28,58 34.93 SSLM-8SP-22 159 24 29 272 159 24
15.4 3493 41.28 SSLM-8SP-26 159 24 29 335 159 24
154 41.28 47.63 SSLM-8SP-30 159 24 29 399 159 24
154 47.63 53.98 SSLM-8SP-34 159 24 29 462 159 24
154 53.98 60.33 SSLM-8SP-38 159 24 29 526 159 24
154 60.33 66.68 SSLM-8SP-42 159 24 29 589 159 24
154 66.68 73.03 SSLM-8SP-46 159 24 29 653 159 24
15.4  73.03 77.62 SSLM-8SP-50 159 24 29 716 159 24
154 77.62 85.73 SSLM-8SP-54 159 24 29 800 159 24
154 85.73 92.08 SSLM-8SP-58 159 24 29 83 159 24
154  92.08 98.43 SSLM-8SP-62 159 24 2.9 9. 159 24
Dimensions in millimetres
Diko Vertriebs-GmbH Telefon: 02203/96633-0 Hr.-Nr.: 16390
Wilhelm-Ruppert-Str. 38 Fax: 02203/96633-11 Ust.-IdNr.: DE 122652573
Halle B26/27 E-Mail: info@dueko.com Geschaftsfuhrer: O. Duren

51147 Koln Internet: www.dueko.com F. Dlren
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